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Hunter Panels Fastening Guide Requirements

This applies to any single layer of H-Shield polyiso manufactured by Hunter Panels or a top layer fastened through a second layer of insulation.

Fully Adhered single ply Membrane Systems
mechanically attached single ply Membrane Systems
Built-Up Roofing Membrane Systems 
Modified Bitumen Membrane Systems

For insulation thickness 1.0" H-Shield Premier Only (field attachment only)

888.746.1114
HunterPanels.com

Hunter Panels Products

•	H-Shield - Premier

Deck Types

•	Wood

4'x8' - 1 Fastener per 2.91 sq ft

Add to the top: 
Mechanically Attached Single Ply Membrane Systems 
Built Up Roofing 
Modified Bitumen 

delete the asterik after field attachment only 

delete paragraph 1 and 2 from below the line.

MF-27A
INSULATION/ COVER BOARD 
ATTACHMENT UP TO 15-YEAR 
WARRANTIES
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ATTACHMENT DETAILS   INSULATION/ COVER BOARD
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For additional information, refer to Specifications

DETAIL NO. 

MECHANICALLY FASTENED  
c 2011 Carlisle SynTec a division of Carlisle Construction Materials Incorporated

�
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NEW CONSTRUCTION OR RE-ROOF/TEAR OFF 
PROJECTS WITH SecurShield HD, SECUROCK, 
DENS-DECK, HP RECOVERY BOARD OR ANY 

CARLISLE APPROVED INSULATION

RE-ROOF/NO TEAR OFF PROJECTS WITH 
POLYISOCYANURATE LESS THAN 1-1/2" 

(38mm) THICK

NOTES:

1. FOR CRITERIA ON INSULATION FASTENERS AND PLATES, REFER TO CARLISLE SPECIFICATIONS.

FASTENER & PLATE 

GUIDE LINE   

CENTER LINE  


